
Description

The IDe 400 weighing indicator with Axle Scales software has been designed to provide weighing functions for axle 
scales and to manage these weighing operations.
• 2 operating modes:
 - Weighing mode
 - Overload mode
• 2 weighing modes:
 - Static weighing
 - Dynamic weighing
• 4 weighing management modes:
 - Manual tare
 - Semi-automatic tare
 - File tare
 - Double weighing

IDe 400
Axle scales

Software
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Example of block diagram:



Features
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Access to file by tree-structured menu

Management
The Axle Scales software uses:
• 6 files
• 3 x 6-digit numerical references
• 3 x 16-character alphanumeric references

The 6 files:

File 1 :
Name: 16 characters maximum
Size: 856 records
Structure: - 6-digit call code
 - 16-character name

File 2 :
Name: 16 characters maximum
Size: 225 records
Structure: - 3-digit call code
 - 16-character name

File 3 :
Name: 16 characters maximum
Size: 225 records
Structure: - 3-digit call code
 - 16-character name

Mobile tare file (vehicles which have entered but not left):
Not accessible during configuration, this file is used in case 
double weighing mode would have been selected.
Size : 40 records

Fixed tare file:
Size : 200 records
Structure : - 10-character reference
 - 5-digit tare value
 - 4-digit badge code
 - 6-digit file 1 code
 - 3-digit file 2 code
 - 3-digit file 3 code

Data Storage Device file:
Size : 28,000 weighing operations
Structure : - 6-digit DSD no
 - 6-digit date
 - 4-digit time
 - 10-character vehicle number
 - 6-digit file 1 code
 - 3-digit file 2 code
 - 3-digit file 3 code
 - Value of data field 1 
 - 5-digit gross
 - 5-digit tare
 - 5-digit net
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Printing of complete weighing ticket

Totals

• Totals on file 1, (simple total, totals of file 1 crossed with file 2,
 file 1 crossed with file 3, and list of weighing operations)
• Totals on file 2 (Simple total, total of file 2 crossed with file 3)
• Totals on file 3 (Simple total, total of file 3 crossed with file 2)

Configurable tickets 

 Example of matrix: Corresponding print:



Connection and peripherals

Peripheral interfaces 

Direct command of components (I/O option):
 • 4I/4O board for controlling the exit/entry and barrier lights

Axles scales mode (dynamic weighing):
O1: Low threshold output (weight less than a setpoint) O2: Weighed axle output (end of weighing of an axle)
O3: Access to the axle scales output (access authorisation)
O4: Barrier opening output (activated after the weighing ticket has been issued after the axles have been weighed)

Overload checking mode:
O1: Low threshold output (weight less than a setpoint)
O4: Overload alarm output
I4: This input is used to clear the axle overload alarm

Communication Port:
 • COM1: RS232 and/or RS485 2-wire (short distance connection 10 m max)
 • COM2: passive current loop (CL)
  or on option:
  - Serial RS232 
  - Serial RS485 
  - Active current loop (CL) 
 • 1 x parallel port for LPT printer
 • 1 x input for analog load cells

Peripheral device management:
 • 80- (recommended) or 40-column printer

Peripheral communication protocol:
 • COM 1/COM 2:
  - Weight remote display
  - ERIC protocol
  - MODEM protocol (Transfic software)
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Your contact information

Our product factsheets
are available for download

at our website  
www.masterk.com

Bâtiment n°6 - 15, rue du Dauphiné
CS 40216 - 69808 St PRIEST - FRANCE
Tél : +33 (0)4 72 22 92 22
Fax : +33 (0)4 72 22 93 45
marketing@masterk.com

Company Registration: 971 506 480 RCS LYON 
SIC registration code: APE 2829A French VAT: FR 28 971 506 480


